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PAINTED & RAISED MEDIAN
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EXISTING TYPICAL SECTION

HICKS RD. TO NORTH CT.
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PROPOSED TYPICAL SECTION

HICKS RD. TO NORTH CT.
STATION 8+74 TO 72406
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'''''' BB

12.0

12.0/

EXISTING TYPICAL SECTION
US 14 TO FIRST BANK DR.
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RAISED | MEDIAN

PROPOSED TYPICAL SECTION

US 14 TO FIRST BANK DR.

STATION 500400 TO 510480
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fead | secTion COUNTY | JOTAL [SHEET
% | 531 Rs-l CO0K 34 5

STA. 0 STA.

FED. ROAD DIST. NO. 1 | ILLINOIS | HIGHWAY PROJECT

LEGEND % FAU 2592 & FAP 305

EXISTING P.C.C. PAVEMENT, 8" (&)

EXISTING P.C.C. PAVEMENT, 9 172" (%)

EXISTING

EXISTING

EXISTING

EXISTING

EXISTING

EXISTING

EXISTING

EXISTING

EXISTING

EXISTING

EXISTING

CONCRETE PAVEMENT, 7 1/2" (%)

HMA PAVEMENT, 10" ()

BARRIER MEDIAN

HMA SHOULDER

HMA OVERLAY, 47 (1)

HMA BASE COURSE WIDENING, 8 (&)

COMBINATION CONCRETE CURB & GUTTER TYPE B-6.24 (MOD.)
COMBINATION CONCRETE CURB & GUTTER TYPE M-2.12
STABILIZED MEDIAN, 12“

AGGREGATE SUBBASE, TYPE B

STABILIZED SUBBASE

PROPOSED HMA SURFACE REMOVAL, 2 1/2”

PROPOSED POLYMERIZED HMA SURFACE COURSE, MIX “F", NSO, 1 3/4”

PROPOSED POLYMERIZED LEVELING BINDER (MM), IL-4.75, N50, 3/4"
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